
D0MIN0' LM 035/035-5

Linearmodul pneumatisch
Linear Module pneumatic

Konstru ktionsmerkmale

r Eingebaute Geschwindigkeitsregu-

lrerung

r Endlagenüberwachung durch pneu-

matische, elektrische oder elektroni-

sche Endschalter

r Verstellbarer Hubanschlag (hinten)
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Das modulare Baukastensystem für

wirtschaftliche Montageautomation

The modular building block

system for economy in assembly

automalron.

r Mittels Adapterplatten mit DOMINO@-

Modulbaureihe einfach kombinierbar

Variante LM 035-S

Spezialausf ührung mit eingebauter

Feststoff-Endlagen-Dämpf ung f ür extrem

hohe Hubzahlen

Linearmodul pneumatisch

LM 035

LM 035.5

Hub

Kolbenkraft LM 035

LM 035-5

Betriebsdruck

0-35 mm

240 N/6 bar

240 N/6 bar

3-8 bar

Linear Module pneumatic

LM 35

LM 035-5

Stroke

Piston force LM 035

LM 035-5

Onaratinn nraecrrro

Design Features

r Built-in speed regulation

r End position monitoring through
pneumatic or electric/electronic

sensor (limit switches)

r Adjustable stroke limit stop (rear)

I Easy combination with other

DOMINO@ moduls by means
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Option LM 035-5

Optional design with built-in elastic end

position damping elements for extremly

high number of strokes

0-35 mm

240 N/6bar

240 N/6 bar

3-8 bar

System DOM|N0'by SIB0S




